FOR PACKING BANANA CHIPS, NAMKEEN,
WAFERS, FRYUMS, BHADANG, POHA,GROCERY ETC.

mﬁm Optional Accessories
@tw @ Nitrogen gas flushing unit

|
\ / /i]l/ @ Hole punching unit

= @ TTO for batch / date printing

@ Gussetting unit
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6.5 FEET ® Fast change of film roll unit

LEFT SIDE VIEW
® 7 bucket / belt conveyor

MULTIHEAD WEIGHER

Technical Specification

Parficulars SP2ATMIOP | SPAATM10P | SPAATM10S [SP4ATM14P | sPaATM14s
Product For packing Banana chips, Namkeen, Wafers, Fryums, Bhadang, Poha etc.
Speed (PPM) 45 - 45* 20 - 50 +* 20 - 70 +* 20 - 60 +* 20 - 80 +*
Pack size (Grams) 10 - 50 10 - 1000 10 - 1000 10 - 1000 10 - 1000
Output (kg/hr) 35 - 135* 30 - 900* 45 - 900* 40 - 1200* | 50 - 1200*
Roll width (mm) 60 - 200 200 - 480 200 - 480 200 - 480 200 - 480
Pouch length (mm) 150 300 typical | 300 typical | 300 typical | 300 typical
Vertical seal width (mm) 10 typical | 15 typical 15 typical 15 typical 15 typical
Horizontal seal width (mm) 10 typical (10 /15 typical |10 / 15 typical |10 / 15 typical|10 / 15 typical
Film Draw mechanism (Puller) Pneumatic| Pneumatic | Servo Drive | Pneumatic | Servo Drive
Horizontal sealing mechanism| Pneumatic| Pneumatic | Servo Drive | Pneumatic | Servo Drive
Vertical seal mechanism Pneumatic| Pneumatic | Pneumatic | Pneumatic | Pneumatic
Dimension (Floor Area) 40 sq ft 40 sq ft 40 sq ft 60 sq ft 60 sq ft
Dimension (Height) 11ft

Power Supply Single Phase, 230 VAC

Air Supply 2 HP, 8 Bar, 2 CFM

Export Packing Size 7.4'(W) x 6.9°'(D) x 10.8'(H)

Net Weight (kg) 1200

Gross Weight (kg) 1500

* Depending vpon product & set weight.

14 Head Weigher




Smart Pac Single Head
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TEA POWDER, WHOLE SPICES, DRY FRUITS ETC.
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SINGLE HEAD STANDARD
HOPPER - SMARTPAC
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TWIN HEAD STANDARD
HOPPER - SMARTPAC
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FOUR HEAD STANDARD
HOPPER - SMARTPAC

Technical Specification

Description

Smart Pac Single Head | Smart Pac Twin Head | Smart Pac Four Head

Product

For packing Grains, Pulses, Peanuts, Sugar, Tea Powder, Whole spices, Dry Fruits etc.

Hopper Capacity

50 Liters

100 Liters

200 Liters

Weighing Head

01 nos.

02 nos.

04 nos.

Weighing Range

10 gms to 100 gms

Smart Pac Twin Head

Smart Pac Four Head

50 gms to1 k—g

Pouch Width

2» & ]u"

Pouch Length

65 - 330 mm

Film Width

120 - 530 mm

Power requirement

2 KW, Sing[e Phase 230 VAC

Material Construction

All contact parts $5304 & other parts of Powder Coated M.S.

Air requirement

2 HP, 8 Bar Pressure, 2CFM

Type of Film

Heat sealable LD laminate

Film Draw mechanism

Stepper motor drive

Horizontal sealing mechanism

Pneumatic

Vertical sealing mechanism

Pneumatic

Output

45 kg/hr (For 100 gms)*

75 kg/hr (For 100 gms)*

144 kg/hr (For 100 gms)*

300 kg/hr (For 1 Kg)*

450 kg/hr (For 1 Kg)*

900 kg/hr (For 1 Kg)*

Export Packing Size

45(W)x 6'(D)x 9 (H)

4.5'(W) x 6'(D) x 9' (H)

6'(W) x 6'(D) x 10' (H)

Net Weight (kg)

200

950

1080

Gross Weight (kg)

1200

1300

1400

* Depending upon product & set weight.




FOR PACKING BANANA CHIPS, NAMKEEN, WAFERS,

Smart Pac Single Head Open Hopper

FRYUMS, BHADANG, POHA, MURUKKU ETC.
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SINGLE HEAD OPEN
HOPPER - SMARTPAC

TWIN HEAD OPEN
HOPPER - SMARTPAC

FOUR HEAD OPEN
HOPPER - SMARTPAC

Technical Specification

Description

Smart Pac Single Head Open Hopper | Smart Pac Twin Head Open Hopper | Smart Pac Four Head Open Hopper

Product

For packing Banana chips, Namkeen, Wafers, Fryums, Bhadang, Poha, Murukku etc.

Hopper Capacity

50 Liters 100 Liters 200 Liters

Weighing Head

01 nos. 02 nos. 04 nos.

Smart Pac Four Head Open Hopper

Smart Pac Twin Head Open Hopper

Weighing Range

10 gms to 100 gms

50 gms fo1l kg

Pouch Width

2» - -Iou

Pouch Length

65 - 330 mm

Film Width

120 - 530 mm

Power requirement

2 KW, Single Phase 230 VAC

Material Construction

All contact parts $5304 & other parts of Powder Coated M.S.

Air requirement

2 HP, 8 Bar Pressure, 2CFM

Type of Film

Heat sealable LD Laminate

Film Draw mechanism

Stepper motor drive

Horizontal sealing mechanism

Pneumatic

Vertical seuling mechanism

Pneumatic

Qutput

45 kg/hr (For 100 gms)*

75 kg/hr (For 100 gms)*

144 kg/hr (For 100 gms)*

300 kg/hr (For 1 Kg)*

450 kg/hr (For 1 Kg)*

200 kg/hr (For 1 Kg)*

Export Packing Size

4.5'(W) x 6 (D) x 10" (H)

4.5'(W) x 6'(D) x 9.5 (H)

§'(W) x 6'(D) x 10’ (H)

Net Weight (kg)

800

850

1000

Gross Weight (kg)

1000

1100

1400

* Depending upon product & set weight.
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WHOLE SPICES, CAPSULES ETC.
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SMART AUTO

TWIN HEAD WEIGHER

SMART AUTO - SINGLE
HEAD WEIGHER

Technical Specification

Description

Smart Auto Single Head Smart Auto Twin Head

Model

SAWOI1 SAWO02

Forming Type

Product

Hopper Capacity

100 Liters

Weighing Head

02 nos.

Weighing Range

10 gms to 100 gms

50 gms to 1 kg

Pouch Width

3“ 7!!

Pouch Length

225 mm

Film Width

170 - 370 mm

Power requirement

2 KW, Single Phase 230 VAC

Material Consfruction

All contact parts $§304 & other parts of MS

Air requirement

2 HP, 8 Bar Pressure

Type of Film

Heat sealable LD Laminate

Film Draw mechanism

Die Roller

Horizontal sealing mechanism

Pneumatic

Vertical seal mechanism

Die Roller

Speed (PPM)

8- 4* 15 - 8*

OQOutput

25 kg/hr (For 50 gms)* 45 kg/hr (For 50 gms)*

250 kg/hr (For 1 Kg)* 450 kg/hr (For 1 Kg)*

Export Packing size

4'(W) x 6'(D) x 9'(H) 4.5'(W) x 6.5'(D) x 9.5'(H)

Net Weight (kg)

890 950

Smart Auto Twin Head

Gross Weight (kg)

1000 1300

* Depending upon product & set weight.




Easy Pac Single Head

& Senograph Packgiag Techmalogy P, Lid,
v A
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SIDE VEW

SINGLE HEAD STANDARD

HOPPER

TWIN HEAD STANDARD
HOPPER

5.8 FEET

FRONT VIEW.

FOUR HEAD STANDARD

HOPPER

Technical Specification

Description

Easy Pac Single Head

Easy Pac Twin Head

Easy Pac Four Head

Product

For packing Grains, Pulses, Peanuts, Sugar, Tea Powder,

Whole spices, Dry Fruits etc.

Hopper Capacity

50 Liters

100 Liters

200 Liters

Easy Pac Four Head

Easy Pac Twin Head

Weighing Head

01 nos.

02 nos.

04 nos.

Weighing Range

50 gmsto 1 kg

Output (kg/hr)

35 - 200*

60 - 400*

140 - 700*

Type of Bags

Open mouth preformed bags / pouch of LD, PP eic.

Air requirement

1 HP, 8 Bar Pressure, 2 CFM

Power requirement

1 KW, Single Phase 230 VAC

Material Construction

All contact parts $§5304 & other parts of Powder Coated M.S.

Export Packing Size

4’ (W) x 4.5'(D) x 6.5'(H)

5" (W) x 4.5'(D) x 6.5'(H)

7.5' (W) x 4.5'(D) x 7.5'(H)

Net Weight (kg)

200

300

400

Gross Weight (kg)

300

400

500

* Depending upon product & set weight.




Easy Pac Single Head Open Hopper

Easy Pac Four Head Open Hopper
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Easy Pac Twin Head Open Hopper

SINGLE HEAD OPEN

HOPPER
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TWIN HEAD OPEN

HOPPER
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SIDE VIEW

FOUR HEAD OPEN
HOPPER

Technical Specification

Description

IEasy Pac Single Head Open Hopper

Easy Pac Twin Head Open Hopper

Easy Pac Four Head Open Hopper

Product

For packing Banana Chips,

Namkeen, Wafers, Fryums, Bh

adang, Poha, Murukku etc.

Hopper Capacity

50 Liters

100 Liters

200 Liters

Weighing Head

01 nos.

02 nos.

04 nos.

Weighing Range

50gmsto 1 kg

Output (kg/hr)

35 - 200*

60 - 400*

140 - 700*

Type of Bags

Open mouth preformed bags / pouch of LD, PP etc.

Air requirement

1 HP, 8 Bar Pressure, 2 CFM

Power requirement

1 KW, Single Phase 230 VAC

Material Construction

All contact parts $8304 & other parts of Powder Coated M.S.

Export Packing Size

4 (W) x 5.5'(D) x 6.5'(H)

5" (W) x 5'(D) x 6.5'(H)

5.5' (W) x 5'(D) x 7'(H)

Net Weight (kg)

150

200

300

Gross Weight (kg)

250

300

400

* Depending upon product & set weight.
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AUGER FILLER

FOR PACKING POWDERS SUCH AS TURMERIC,

CHILLY, WHEAT FLOUR, ATTA, BESAN, ETC.
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Smart Pac - Auger Filler

APPROX, 5.8FEET

SIDE VIEW

Technical Specification

Particulars

SP2ATS5P

SP4ATS100P |

SP4ATS100S

| speaTss00P

Product

For packing powders such as Turmeric, Chilly, Wheat Flour, Atta, Besan, etc.

Speed (PPM)

40 - 80*

20 - 45*

30 - 75* +

20 - 30"

Pack size (Grams)

5-50

50 - 1000

50 - 1000

1000 - 5000

Output (kg/hr)

20 - 120*

135 - 900*

225 - 1800*

900 - 4000*

Roll width (mm)

60 - 200

200 - 450

200 - 450

250 - 630

Pouch length (mm)

150

300 typical

300 typical

500

Vertical seal width (mm)

10 typical

15 typical

15 typical

15 typical

Horizontal seal width (mm)

10 typical

10 / 15 typical

10 / 15 typical

15 / 20 typical

Film Draw mechanism (Puller)

Servo Drive

Servo Drive

Servo Drive

Pneumatic

Horizontal sealing mechanism

Pneumatic

Pneumatic

Servo Drive

Pneumatic

Vertical seal mechanism

Pneumatic

Pneumatic

Pneumatic

Pneumatic

Auger Screw Drive

Servo Drive

Servo Drive

Servo Drive

Servo Drive

Dimension (Floor Area)

30 sq ft

40 sq ft

40 sq ft

50sqft

Dimension (Height)

7.5ft

Smart Pac - Auger Filler

Power Supply

3 Phase, 415 VAC

Air Supply

2 HP, 8 Bar, 2 CFM

Hopper capacity (Lts)

45 |

45

Export Packing Size

4.5'(W) x 6.2'(D) x 9.8' (H)

Net Weight (kg)

850

Gross Weight (kg)

1200

* Depending upon product & set weight.
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Z Conveyor

Technical Specification :

Hopper Capacity 100 liters

Number of Bucket 58*

Floor Area 36 sq.ft

Bucket Dimension (W x D x H) mm 360 x 180 x 80*

Bucket Operation 1 HP Motor, 3 Phase, 415 VAC

Level Control Operation Through Level Control Sensor

Material Construction All Contact Parts $5304 & Other Parts Of

MS Powder Coating

Conveyor Height Standard 12 ft. & Can Customize According
To Customers Demand.

z Co nveyor NOTE : The Technical Specification Of The Machine May Vary According To The Customers
Requirement

*Number Of Buckets May Vary Depending Upon Level Of Elevation.




FOR PACKING POWDERS SUCH AS TURMERIC,

Sure Pac - Stand Alone Auger Filler

CHILLY, WHEAT FLOUR, ATTA, BESAN, ETC.
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Sure Pac - Stand Alone
Auger Filler

Technical Specification

Product

For packing powders such as Turmeric, Chilly, Wheat Flour, Atta, Besan, etc.

Hopper Capacity

25 Liters®

Weighing Range

10 gms to 100 gms

100 gmsto 1 kg, 1 kg to 5 kg

Output (kg/hr)

72* (For 100 gms)

900* (For 1 kg) 3000* (For 5 kg)

Type of Bags

Open mouth preformed bags/pouch of LD, PP etc.

Power requirement

415 VAC, Three Phase

Material Construction

All contact parts $5304 & other parts of Powder Coated M$

Export Packing Size

3.5'(W) x 4' (D) x 8' (H)

Net Weight (kg)

200

Gross Weight (kg)

350

* Depending upon product & set weight.

® A separate screw conveyor to feed auger hopper is recommended to maintain product level in auger hopper.




SCREW CONVEYOR
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|]sued josuo

FRONT VIEW

SCREW CONVEYOR
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Technical Specification :

Hopper capacity

190 liters

Floor Area

35 sq.ft

Level control operation

Through level conirol sensor

Material construction

All contact parts $5304 and other parts of
MS

Screw operation

Through 2 HP motor, 3 Phase, 415 VAC & Gear Box

Stirrer operation

Through 1 HP motor, 3 Phase, 415 VAC & Gear Box

SCREW CONVEYOR

NOTE : The Technical Specification Of The Machine May Vary According To The

Customers Reguirement.
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